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K612PRO  
REFERENCE CLASS HEADPHONES  
 

 

 

 

Natural sound imaging for 
professional monitoring 
The open-back dynamic K612 PRO delivers brilliant 
details and a full spacious sound. A 2-layer diaphragm 
manufactured in patented VarimotionTM technology 
ensures superior sound imaging. The stylish design 
complements a self-adjusting glove leather headband 
with aluminum arches and solid rivets. A two-layer 
diaphragm with AKG’s patented Varimotion design 
virtually eliminates distortion and delivers exceptional 
imaging. 
 
 
HIGHLIGHTS 
 

 
» A high-performance neodymium magnet structure complements the flat wire voice coil 
» Breathable velour ear pads that cradle the ears while enhancing bass response 
» Maximum wearing comfort with genuine self-adjusting leather headband for automatic fit 
 
 
 

KEY SPECIFICATIONS 
 
Type     open-back, dynamic headphones 
Sensitivity    101 dB/V 
Frequency range    12 Hz – 39,500 Hz 
Rated Impedance    120 ohms 
Max. input power    200 mW 
Cable     3 m single-sided (99.99% oxygen free) 
Connector    gold plated stereo jack plug 3.5 mm (1/4”) 
Adapter     gold plated convertible jack plug 3.5 / 6.3 mm (1/8” to 1/4”) 
Net weight (without cable)  235 g/8.3 oz. 
Item Number:     K612PRO 2458X00100 




