
Technical Data Sheet

Silicone Spray 

Product Features:

• A pure silicone lubricant used where improved  
slip is required.

• Very high surface slip, colourless, odourless, high 
temp. lubrication properties, and can be used on 
plastics and metals.

• Helps to prevent surfaces from sticking, squeaking 
and wearing.

Direction of use:

1. Ensure surface is clean and dry. 

2. Shake can well. 

3. Apply sparingly & wipe off excess with dry cloth.  

4. Note: Ensure brake drums, brake pipes, shock 
absorbers & moving parts underneath the  
car are covered.

Handling:

• Caution pressurized container: protect from  
sunlight and other heat sources. 

• Refer to Material Safety Data Sheet.

Shelf Life:

• 3  years from date of manufacture.

• Manufacture date can be identified as follows; first 
letter denotes the year (letter for 2019 is M), second 
letter denotes the month (letter for August is H), 
numbers denote the day of the month.  
For example: MH13 = 13th August 2019, NA26 = 
26th January 2020. 

Physical Properties:

Colour Colourless liquid

B
R

A4
52

5 S
il

ic
o

n
e S

pR
Ay

_5
00

M
l_

SS
50

0M
_T

D
S 

3 S
ep

Te
M

B
eR

 20
19

 1:
23

 p
M

UPDATED: 03-09-2019

Moove Lubricants Ltd. Dering Way, Gravesend, Kent DA12 2QX, england.
Tel: +44 (0)1474 564 311, Fax: +44(0)1474 333 000 email: sales@commaoil.com www.CommaOil.com




